
Cerniere e CatenacciPer terza anta
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Cerniera Trimax per terza e quarta anta

Descrizione
Cerniera regolabile in 3 dimensioni per aperture 
a bandiera a 3 e 4 ante, in acciaio e zama 
pressofusa. Notevole portata grazie alle viti 
inclinate e al doppio perno, uno liscio e uno 
filettato, e alla parete di battuta. Grande velocità 
di lavorazione delle ante, predisposte con soli 
4 fori, e di montaggio, grazie al posizionamento 
automatico sia della parte maschio, sia della parte 
femmina.
Fissaggio delle viti agevole ed accurato, evitato 
qualsiasi inestetismo legato a fessurazioni 
accidentali del legno.
Progettata per distanza minima tra le battute delle 
due ante di 4 mm, ideale da 5-6 mm.

Utilizzo
Serramenti a 3 e 4 ante, apertura a bandiera.

Fissaggio
Predisporre il serramento con i 4 fori per i perni di 
fissaggio e posizionamento, con punta a gradino 
con diametro esterno 7,2 mm. Fissare la parte 
maschio con 4 viti, due da 3,5 x minimo 35 mm, 
due da 4,5 x minimo 40 mm, a seconda del legno 
utilizzato. Regolazione laterale e in profondità con 
chiave a brugola da 4 mm, in altezza con chiave 
da 3 mm.
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Copertura

La cerniera raffigurata é dx.

Esempio di applicazione

NB.  Per finiture, dimensioni e codici completi, 
consultare il capitolo “Coperture”.

Trimax
ABS:   Art. E01176.01.XX

Mod. 3D 
Standard

ABS:   
Art. E01151 per ø14 mm

OTTONE:   
Art. E01159 per ø14 mm

ALLUMINIO:   
Art. E21151 per ø14 mm

Mod. Barocco

OTTONE:  Art. E01153 per 
ø14 mm

Coperture disponibili

Rif. Articolo Tipo Descrizione
! E01176.14.XX.202 dx Solo parte maschio

E01177.14.XX.202 sx Solo parte maschio
" E01178.14.XX.203 Solo parte femmina

Specifiche d’ordine

NB.  Riferirsi al listino in vigore per verificare la disponibiltà delle finiture.
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••   Three ø 14 hinges with unique drilling  
 for a standard assembly on external  
 windows with swinging opening of 

  1-2-3-4 sashes.

••   Trio especially designed to make the  
 managing of the automatic drilling and  
 assembly easier.

New range of hinges for wooden frames

TRIMAX

TRIMAX

3D-matic

Model 118



TRIMAX  -  New range of hinges for wooden frames

Length of the pin 
of 46 mm.

Model 118 ø 14

From the traditional hinge for wooden frames with 2 pins, Model 118, a new concept 
with extended pins in order to screw down the hinge more in the heart of the jamb.
It is available on request even the model for Vasistas opening.

Threaded and smooth pins 
designed for a unifi ed 
drilling of ø 7,2 mm with 
Model 118 of 46 mm and 
Trimax.

First part of the pin is not threaded 
to make the installation easier on 
doors and windows with gasket on 
the rebate of the sash.

� Vertical adjustment

� Pressure adjustment

� Horizontal Adjustment

�

�

�

Keeps all the appreciated technical characteristics of the 3D hinge.
The new version of the 3D is designed for automatic hinge assembly machines, 
which drill with the same pin for both 2 pins and 4 pins hinges.

3D-matic ø 14

Covers available in different fi nishes and materials for 3D-matic.

Certifi ed product according 
to the regulation EN 
1935:2002 and CE marked.

The axis of the central smooth pins 
are the same of the Model 118 
pins. Allows the easy and rapid 
replacement on building yard of the 
2 pins hinge with the one of 4 pins, 
thanks to the specially designed jig.

Covers available in different fi nishes 
and material for Model 118.



�

�

�

TRIMAX ø14

Is the innovative adjustable hinge for external window and doors of 
3 and 4 sashes designed by AGB and derived from the already well-
known 3D. The drilling of the rebate in the second and third sash are 
therefore identical of the 3D ones, allowing a easy managing of the 
windows and doors on the automatic machines.

Trimax harpoons the sash by means of 4 inclined screws for a great 
loading capacity.

The hinge is designed for minimum distance between the rebates of 
4 mm. The ideal gap is 5-6 mm.  

� 4 mm Vertical adjustment

� Pressure adjustment

� ± 3 mm horizontal adjustment

Auto-centering pins with 
through hole for avoining 
the cracking. 

Aestetics cured in the details 
in order to use the hinge even 
without the covers.

Ease of installation 
and long lasting stable 
anchorage thanks to 
the rebate and the 
auto-centring pins.

Covers available in 
different fi nishes for 
Trimax model.
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Are available in different fi nishes for an 
aesthetic result coordinated with the other 
elements of the window.

Are available on request on charger for both 4 pins and 2 pins hinges.

Chargers for automatic machines

Covers

Application example of 
Trimax on 3rd sash

TRIMAX  -  New range of hinges for wooden frames
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